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GENERAL NOTES

SPECIFIC NOTES

1. DRAWINGS AND SPECIFICATIONS AS INSTRUMENTS OF SERVICE REMAIN THE PROPERTY OF THE ARCHITECTS AND ARE
PROTECTED BY THE OWNERSHIP OF COPYRIGHT REGULATIONS AND UNDER THE RULES OF THE COUNCIL OF ARCHITECTURE,
AND THE ARCHITECTS ACT 1972. THEY ARE NOT TO BE REUSED EXCEPT BY WRITTEN AGREEMENT AND WITH THE AGREED
COMPENSATION TO THE ARCHITECT. IF REUSED WITHOUT PERMISSION, THE ARCHITECT SHALL BE INDEMNIFIED AND HELD
HARMLESS FROM ALL LIABILITY, LEGAL EXPOSURE, CLAIMS, DAMAGES, LOSSES AND EXPENSES. DRAWINGS SHALL NOT BE USED

FOR MULTIPLE OR PROTOTYPE DEVELOPMENT WITHOUT THE WRITTEN AUTHORIZATION FROM THE ARCHITECT.

2. THE ARCHITECT SHALL NOT BE RESPONSIBLE WHERE THE CONSTRUCTION DEVIATES FROM THESE DRAWINGS, OR FROM
WRITTEN SITE INSTRUCTIONS/  RECOMMENDATIONS. CHANGES TO THE DRAWINGS, BY THE OWNER AND/OR  CONTRACTOR
SHALL BE THE RESPONSIBILITY OF THE PERSON MAKING SUCH CHANGES. THE OWNER AND/OR  CONTRACTOR SHALL HOLD THE
ARCHITECT HARMLESS FROM AND AGAINST ALL CLAIMS, DAMAGES, LOSSES AND EXPENSES INCLUDING, BUT NOT LIMITED TO,
ATTORNEY'S FEES ARISING OUT OF, OR RESULTING FROM THE PERFORMANCE OF THE WORK BY THE CONTRACTOR. THE
ARCHITECT SHALL NOT HAVE CONTROL OR CHARGE OF, AND SHALL NOT BE RESPONSIBLE FOR, THE CONSTRUCTION MEANS,
METHOD, TECHNIQUES, SEQUENCE, OR PROCEDURES, FOR SAFETY PRECAUTIONS AND PROGRAMS IN CONNECTION WITH THE
WORK, FOR THE ACTS OF OMISSIONS OF THE CONTRACTOR, SUB-CONTRACTOR, OR LACK OF DUE DILIGENCE OF PROJECT
MANAGERS AND SITE SUPERVISORS, OR FOR ANY OTHER PERSONS PERFORMING ANY OF THE WORK, OR FOR THE FAILURES OF
ANY OF THEM TO CARRY OUT THE WORK IN ACCORDANCE WITH THE CONTRACT DOCUMENTS AND DRAWINGS.

3. ALL WORKS, MATERIALS AND EQUIPMENT SHALL MEET THE LATEST REQUIREMENTS OF ALL APPLICABLE CODES, REGULATIONS,
THE  REQUIREMENTS  OF  THE  AUTHORITIES  HAVING  JURISDICTION,  AND  APPLICABLE  CURRENT  STANDARDS  AND
SPECIFICATIONS  AS PER  INDIAN STANDARDS  AND  ALL OTHER  RELEVANT  INTERNATIONAL  STANDARDS.  EXCEPT WHERE
SPECIFIED, REQUIREMENTS ARE MORE STRINGENT. ALL PRODUCTS SHALL BE INSTALLED IN ACCORDANCE WITH THE
MANUFACTURES  INSTRUCTIONS,  RECOMMENDATIONS  AND  STANDARDS.  INSTALLING  OF  PRODUCTS  MUST  BE  UNDER
APPROPRIATE ENVIRONMENTAL CONDITIONS (AIR TEMPERATURE, SURFACE TEMPERATURE, RELATIVE HUMIDITY ETC.) TO
ENSURE QUALITY DURABILITY,MAINTAIN PROPER PROTECTION DURING DRYING/ CURING.

4. PRIOR TO PERFORMING ANY WORK, THE CONTRACTOR SHALL EXAMINE THE APPLICABLE CONDITIONS AND SUBSTRATES AND
CORRECT ANY UNSATISFACTORY WORK BEFORE PROCEEDING WITH THE FURTHER WORK. HE SHALL VERIFY THAT SUBSTRATE
AND BASE WORK ARE COMPATIBLE WITH THE NEW WORK; NOTIFY THE ARCHITECT PROMPTLY OF ANY MODIFICATIONS
REQUIRED. WORK PERFORMED OVER ANY SURFACE CONSTITUTES ACCEPTANCE OF THAT SURFACE FOR THE SPECIFIED
QUALITY OF THE WORK BEING PERFORMED THEREON.

5. THIS DRAWING SHALL BE VERIFIED ON SITE PRIOR TO START OF ANY WORK, ANY DISCREPANCY SHALL BE BROUGHT TO THE
NOTICE OF THE ARCHITECTS AND ALL CONCERNED.

6. THIS DRAWING SHALL NOT BE SCALED,ONLY WRITTEN DIMENSIONS SHALL GOVERN.

7. THE DRAWINGS SHALL BE READ IN CONJUNCTION WITH RELEVANT STRUCTURAL AND UTILITY SERVICE DRAWINGS. ANY
DISCREPANCY NOTICED SHALL BE BROUGHT TO THE ATTENTION OF THE ARCHITECTS AND ALL CONCERNED WITHIN SEVEN (7)
WORKING DAYS OF THE RECEIPT OF THIS DRAWING, BUT ALWAYS PRIOR TO PROCUREMENT/ EXECUTION OF WORKS.

8. PROJECT MANAGERS/ CLIENT'S REPRESENTATIVES TO REVERT BACK WITHIN SEVEN (7) WORKING DAYS OF RECEIPT OF THIS
DRAWING  ON  CO-ORDINATION  AND  BUILDABILITY  ISSUES.  IF  OTHERWISE,  IT  WOULD  BE  DEEMED  THAT  THEY  HAVE

UNDERSTOOD AND ACCEPTED THE DRAWINGS  DESIGN AND OWN FULL RESPONSIBILITY FOR THE WORKS TO BE CARRIED OUT
ACCORDINGLY.

1. ALL LEVELS IN THIS DRAWING ARE UNFINISHED FLOOR LEVELS.

2. UNLESS SPECIFIED, ALL EXTERNAL WALLS ARE 200MM THK ACC WALLS.

3. ALL JUNCTIONS BETWEEN 200MM AND 150MM THICK AAC AND RCC TO BE FIXED WITH CHICKEN MESH BEFORE
PLASTERING.

4. ALL SKIRTING IN ROOMS ARE 75MM HIGH RECESSED & FLUSHED WITH 12MM GROOVE, UNLESS SPECIFIED.

5. ALL SKIRTING IN COMMON AREAS ARE 150 MM HIGH RECESSED & FLUSHED WITH 12 MM GROOVE, UNLESS
SPECIFIED
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